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1.0 General description 
 
Persocar and Persolife trolleys are the result of many years of experience and a long development 
process of dedicated specialists in various fields. 
The choice of the best materials and the ideal assembling mode starts from the end user point of 
view. This has finally brought about original and brilliant solutions. 
The assembling mode of different components allows realizing a multiple number of structures for 
different purposes. We are therefore able to supply a customized trolley to the end user, without 
compromise in terms of quality and efficiency.  
Moreover this solutions makes subsequent modifications or replacement of parts very easy. 
 
 

2.0 Indications before use 
 
Before unpacking the trolley, please check carefully if there are any damages or defects. 
 
After unpacking the trolley, it has to be cleaned and tested in all its functionality, for instance: 
- Make sure the drawers are well aligned 
- Please adjust the drawers on the frame  
- Test the central locking when all drawers are correctly closed 
- Check the wheels, which are usually all swiveling and two of them with brake. 
 



 

3.0  Functionality 
 
Drawers 
The drawers are fitted on ball bearing square rails [1] covered by a U-shaped frame in mauve color. 
To extract the drawer please use the lateral grips [2] to lift it vertically. 
Drawers with different heights can be put on the same frame. 
 
 
 
 

 
 
 
 
 
 
On the drawer’s left handle side there is a colored plastic tag which can be replaced with other colors. 
The colors are helpful to distinguish the drawer content or to alternatively to point out a specific ward.  
9 different colors are available: 
 

 
 
A label holder covered with a transparent cover plate [4] is fixed on the handle’s right side. 
To replace a label please push the label holder’s rear side on the handle’s back side to the outside. 
To fix it again please press the label holder again from the outside to the handle. 
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Drawer organizers  
Many different organizers are available to well organize and improve the drawer’s space, with dividers 
and label holders. The organizers are designed to divide the drawer in different sections. They are 
also very handy when being used as independent units for carrying the content to the distribution 
place or for cleaning the drawer in the relevant point without having to empty it completely. 
 

 
 

<< example of a tray   << drawer equipped with drawer organizer 
trays 

 
 

Label holders 
The original label holders have the following features: 
- applicable on every side of the trays 
- can be used both in a vertical and horizontal position simply by adjusting the small fixing hook 
- adjustable at various heights 
 

   

 
The label itself is made of a plastic material where you can write and erase with the dedicated pen. 
 
 
 
 
 
 

The ball bearing square rails and the central closing system are TÜV certified. 

 



 

PERSOCAR : Locking system with key 
Lock all the drawers by turning the key when all the drawers are closed. 
 

PERSOCAR: Digital keypad lock 
It works like the standard locking system with key. In addition you have to enter the code and then 
turn the lever by 90 degrees. The drawers will then be unlocked. 
Please consult the provided instructions for further details. 
 

 
 

PERSOLIFE : Unique «safety lock» system with seal 
When the cardiac board is not in front, the centralized closing of the drawers is made by the unique 
«safety lock» system with seal. 
 
A simple gesture to open rapidly all the drawers. 
 

 
 

 
Wheels 
4 swiveling wheels 150 mm are mounted as a standard on each trolley. 
2 of the wheels are equipped with brakes which can be activated by pressing the pedal. 
PERSOLIFE: 2 of the wheels are antistatic as a standard. 
 

 

kick-pedal 



 

4.0      Security 
 
The trolley structure and the accessories are designed specifically to avoid potential risks for the user. 
Only authorized and well-trained people should use the trolley. 
 
The accessories have to be mounted correctly following the instructions. No items should be placed on 
the worktop which could fall down or injure people during the trolley handling. The same rules apply 
to containers for liquids which are not secured or properly protected. 
 
When the trolley is in a resting position, for instance in the elevator, and before opening the drawers 
please apply the brakes of the 2 front wheels for security reasons. 
 
Only one drawer should be kept open at a time.  
 
For informations regarding the loading capacity please consult the section number 6 (tecnical data). 

 
 
5.0      Cleaning & Disinfection 
 
All standard cleaning products can be used. It is important to use only the correct quantities and to 
dilute the product correctly.  Furthermore, any liquid residuals should immediately be dried up. 
Neutral detergents (PH7) should be used to clean the aluminum parts. 
No organic solvents should be used on the painted aluminum components. 
 
Furthermore, you can use all the traditional disinfectant products, opportunely diluted as per 
instruction label. 
The common used disinfectant products are well accepted if correctly used. 
 
 

 
 
Never use any abrasive products to clean the trolleys.  
No acetone, gasoline, chlorine, iodine or diluents should be used on the plastic parts. 
Never use acids or alkali substances on the aluminum parts. 
 
It is recommended to test the cleaning product on a small hidden surface first (e.g. the back side) 
before using it on the trolley.  
 



 

6.0      Technical data                    
 

Labeling 
Every trolley is marked with a label containing the following information: 

- The serial number and the production date 
- The item number/model 

The label is usually placed on the bottom right side of the trolley’s back wall. 
 

 
 
 

Loading capacity 
- Complete structure : 300,00 kg 
- Drawers on square rails  : 45,00 kg 
- Extractable working surface : 10,00 kg 

                                                                             

Materials 
Aluminium with brush finish, ABS plastic, Polycarbonate/ABS plastic blend (PC/ABS), Polyvinyl chloride 
plastic (PVC) and painted steel. 
 

All materials are fully recyclable. 
 
 

Certifications 
The ball bearing square rails and the central closing system are TÜV certified. 

 



 

 
7.0    Replacement of components 

 
Replacement parts are available for 10 years after the date of production/delivery 
Please send your contact person the information on the trolley label (see paragraph 6: technical data 
 labeling) to identify the item number and the date of production. 

 
 

8.0      Accessories 
 
Many different accessories are available to customize your trolley according to your needs. 
Please consult the pricelist or get in touch with your contact person. 
 
A selection of available accessories is listed as follows: 

 

 



 

9.0      Disposal 
 

 All materials are fully recyclable. 

 
The trolley structure is made of 3 or 4 materials (see paragraph 6. Technical data). They can be easily 
identified and dismantled with simple tools (screwdriwer and hammer). Moreover they are completely 
recyclable. 
 
 

10.0    Warranty 
 
The duration of the warranty is 24 months. 
 

 
 
 
 


